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BMT-72
The Heavy Infantry Combat Vehicles are intended to carry 
out tactical operations either as integral part of tank combat 
formations in close co-operation with battle tanks or to operate 
on their own.

HEAVY INFANTRY COMBAT VEHICLE

“Atlet” ARRV is designed to fulfill 
a wide range of technical support 
tasks of tank units while performing 
all types of military operations 
under various weather and climatic 
conditions.

BREM 
ARMORED REPAIR   

AND RECOVERY VEHICLE 

46 t

1200 h/p

40 km/h

9010x3560x2740

3
Crew:

Weight:

Engine:

Maximum Speed:

Dimensions:

10760x3770x2285

3+5

60 t

5TDF

60 km/h

Crew:

Weight:

Engine:

Maximum Speed:

Dimensions:

Lifting capacity 25 t
Winch tractive power 25 t
Bulldozing kit effectiveness 150 m3/h
6TD-2 engine power output 882 (1200) kW (hp)

Gun 125 mm
Coaxial machine gun 7,62 mm
Anti-aircraft machine gun 12,7 mm

Armament:

Main Specifications:

ADJUSTMENT OF BTR-4E
BTR-4E Armored Personnel Carrier is intended to transport 
personnel of mechanized infantry units and to provide fire 
support in combat.

ARMORED PERSONNEL CARRIER

It is intended for assault water crossing of 
artillery systems, wheeled and tracked tractors, 
APCs, manpower and any other cargoes. PTS-M 
(PTS-2) amphibious vehicle has high level of 
performance, maneuverability, cross-country 
ability, has a significant water buoyancy reserve 
and can be used under the marine conditions with 
the waves of up to3 points.

PTS-M (PTS-2) 
AMPHIBIOUS VEHICLE

22,4 t

В-46-5

 on surface 60 km/h

11990х3300х3170

Weight:

Engine:

Maximum Speed:

Dimensions:

Unit loading:  

On surface 20 t
On the water 12 t

 on the water 11,7 km/h

Crew:

2

Maximum road speed 110 km/h
Maximum speed afloat 8-10 km/h
Fuel consumption on the highway 80 l/100 km 
Fuel consumption on the roads 150 l/100 km
Maximum gradient 30o

The maximum angle 25o

Maximum cruising range on the highway 690 km

7878x2965x3050

3

21,9 t

110 km/h

Crew:

Weight:

Maximum Speed:

Dimensions:

2-cycle diesel engine ZTD
Engine:

Main Specifications:
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